
EDrive Traction Gel
No maintenance. No worries.

Advantages of EDrive Traction Gel

• Absolutely maintenance-free
• No risk of acid leakage 
• No need to top up with water
• Extremely safe solution making it ideal for the chemical,  
 pharmaceutical and food industries
• Decentralized charging for extremely low gas emissions
• Ventilated charging area is not required

EDrive Traction Gel batteries are 100% maintenance-free.  
Not only does this mean a significant reduction in labour costs but it is also an extremely safe 
solution.  EDrive Traction Gel consists of completely sealed cells, which means there is no risk 
whatsoever of acid leakage or gas formation.  For companies with extremely stringent safety 
regulations, such as those in the chemical, pharmaceutical and food industries, these batteries 
are an excellent solution.

Completely maintenance-free.
No risk of acid leakage 
or gas formation.

Applications:

Internal logistics
Cleaning machines
Electric vehicles
Shipping



Thanks to B.M.S., we can gain clear insights into the usage, 
maintenance and the exact technical status of your 
batteries. Using various sensors, the system registers all 
charge and discharge cycles of the battery. Using B.M.S. can 
extend the guarantee period of your battery by up to 4 
years.  Please contact Emrol to discuss the possibilities.

Optional B.M.S. Service (Battery Monitoring System)

Technical specifications DIN & BS
PzV code Emrol code Ah/5h Width Height 1 Height 2 Weight

2 PzV 110 DIN 370/47 G 110 47 342 370 9.4 kg

3 PzV 165 DIN 370/65 G 165 65 342 370 12.9 kg

4 PzV 220 DIN 370/83 G 220 83 342 370 16.7 kg

5 PzV 275 DIN 370/101 G 275 101 342 370 20.3 kg

6 PzV 330 DIN 370/119 G 330 119 342 370 24.1 kg

7 PzV - DIN 370/137 G - 137 342 370 -

8 PzV 440 DIN 370/155 G 440 155 342 370 -

PzV code Emrol code Ah/5h Width Height 1 Height 2 Weight

2 PzV 200 DIN 595/47 G 200 47 563 595 15.1 kg

3 PzV 300 DIN 595/65 G 300 65 563 595 22.2 kg

4 PzV 400 DIN 595/83 G 400 83 563 595 28.5 kg

5 PzV 500 DIN 595/101 G 500 101 563 595 35.2 kg

6 PzV 600 DIN 595/119 G 600 119 563 595 41.6 kg

7 PzV - DIN 595/137 G - 137 563 595 -

8 PzV - DIN 595/155 G - 155 563 595 -

PzV code Emrol code Ah/5h Width Height 1 Height 2 Weight

2 PzV 140 DIN 430/47 G 140 47 402 430 11.0 kg

3 PzV 210 DIN 430/65 G 210 65 402 430 15.8 kg

4 PzV 280 DIN 430/83 G 280 83 402 430 20.0 kg

5 PzV 350 DIN 430/101 G 350 101 402 430 24.6 kg

6 PzV 420 DIN 430/119 G 420 119 402 430 29.6 kg

7 PzV 490 DIN 430/137 G 490 137 402 430 -

8 PzV 560 DIN 430/155 G 560 155 402 430 -

PzV code Emrol code Ah/5h Width Height 1 Height 2 Weight

2 PzV 160 DIN 500/47 G 160 47 472 500 12.6 kg

3 PzV 240 DIN 500/65 G 240 65 472 500 18.0 kg

4 PzV 320 DIN 500/83 G 320 83 472 500 23.5 kg

5 PzV 400 DIN 500/101 G 400 101 472 500 28.8 kg

6 PzV 480 DIN 500/119 G 480 119 472 500 34.8 kg

7 PzV 560 DIN 500/137 G 560 137 472 500 40.0 kg

8 PzV 640 DIN 500/155 G 640 155 472 500 -

PzVB code Emrol code Ah/5h Width Height 1 Height 2 Weight

2 PzVB 64 BS 294/46 G 64 46 266 294 5.6 kg

3 PzVB 96 BS 294/63 G 96 63 266 294 7.7 kg

4 PzVB 128 BS 294/78 G 128 78 266 294 9.8 kg

PzVB code Emrol code Ah/5h Width Height 1 Height 2 Weight

2 PzVB 142 BS 544/46 G 142 46 516 544 11.0 kg

3 PzVB 213 BS 544/63 G 213 63 516 544 15.6 kg

4 PzVB 284 BS 544/78 G 284 78 516 544 22.0 kg

PzVB code Emrol code Ah/5h Width Height 1 Height 2 Weight

2 PzVB 110 BS 435/46 G 110 46 407 435 -

3 PzVB 165 BS 435/63 G 165 63 407 435 -

4 PzVB 220 BS 435/78 G 220 78 407 435 -

PzVB code Emrol code Ah/5h Width Height 1 Height 2 Weight

2 PzVB 122 BS 485/46 G 122 46 456 484 9.6 kg

3 PzVB 183 BS 485/63 G 183 63 456 484 14.8 kg

4 PzVB 244 BS 485/78 G 244 78 456 484 20.1 kg

PzVB code Emrol code Ah/5h Width Height 1 Height 2 Weight

2 PzVB 170 BS 639/46 G 170 46 611 639 13.2 kg

3 PzVB 255 BS 639/63 G 255 63 611 639 18.8 kg

4 PzVB 340 BS 639/78 G 340 78 611 639 24.0 kg

PzV code Emrol code Ah/5h Width Height 1 Height 2 Weight

2 PzV 240 DIN 750/47 G 240 47 724 750 20.1 kg

3 PzV 360 DIN 750/65 G 360 65 724 750 28.0 kg

4 PzV 480 DIN 750/83 G 480 83 724 750 36.1 kg

5 PzV 600 DIN 750/101 G 600 101 724 750 43.0 kg

6 PzV 720 DIN 750/119 G 720 119 724 750 51.1 kg

7 PzV - DIN 750/137 G - 137 724 750 -

8 PzV - DIN 750/155 G - 155 724 750 -

Weight: always with electrolyte / Weight and capacity: +/- 5%  Length: 
198 mm / Height 1: cover height / Height 2: total height Technical modifi-
cations may be made without prior notification.

Weight: always with electrolyte / Weight and capacity: +/- 5%  Length: 
158 mm / Height 1: cover height / Height 2: total height Technical modifi-
cations may be made without prior notification.
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